
 

For 37”-70” Flat Screen Displays 
Features:
• Built to ATA-300 Category 1 standards
• Includes recessed handles, spring loaded twist lock 

latches, stamped nickel-plated large flat corners,  
key locks and 4” locking casters

• Fully foam lined, with industrial grade foam     
custom to your display model

• Rugged ABS plastic, laminated over premium grade 
marine plywood

Single Interior
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Dual Display Cases

JEL-FP46X2
• Designed to fit two 46” displays with 

additional center slot for accessories

JEL-FP55X2
• Designed to fit two 55” displays with 

additional center slot for accessories

JEL-FP70X2
• Designed to fit two 65”-70” displays with 

additional center slot for accessories

Single Display Cases

JEL-PDP42T1—Compact Style
• Designed for 37”-46” displays

JEL-PDP50T1—Compact Style
• Designed for 46”-52” displays

JEL-PDP60T1—Compact Style
• Designed for 55”-60” displays

JEL-PDP70T1—Compact Style
• Designed for 65”-70” displays

Dual Interior

Exterior

JELCO ATA Shipping Case



 

JELCO ATA Shipping Case

For 75”-98” Flat Screen Displays 
Features:
• Case is designed with a removable front panel and 

low cut front to aid in easier insertion and removal 
of large flat panels without as much lifting.

• Built to ATA-300 Category 1 standards
• Includes recessed handles, spring loaded twist lock 

latches, stamped nickel-plated large flat corners,  
key locks and 4” locking casters

• Fully foam lined, with industrial grade foam     
custom to your display model

• Rugged ABS plastic, laminated over premium grade 
marine plywood

Interior

Exterior
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Single Display Cases

JEL-FPE75
• Designed for 75” displays

JEL-FPE80
• Designed for 80” displays

JEL-FPE86
• Designed for 86” displays

JEL-FPE90
• Designed for 90” displays

JEL-FPE98
• Designed for 98” displays


